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Standard Bandpass Filters  

 

Specifications 

Size: Ø 12.7 mm, Ø 25.4 mm 

and 50.8 mm square 

Minimum Active Area: Ø 7.6 mm and Ø 20.2 

mm for round filters; 

45.5 mm sq for square 

filters 

Surface Quality: 80-50 scratch-dig; F/F 

per MIL-F-48616 

Size Tolerance: +0/-0.5 mm 

Thickness ≤ 7.6 mm 

Out-of-Band Blocking: Xray–Far IR, T ≤ 0.01% 

 

 
 

Available Wavelengths 

Wavelength  

[nm] 

Bandwidth  

[nm] 

Minimum Peak 

Transmission [%] 

206 12 ±2 12 

214 11 ±3 12 

228 11 ±3 12 

232 11 ±3 12 

239 11 ±3 12 

250 11 ±3 12 

260 11 ±3 12 

265 12 ±2 12 

270 12 ±2 12 

280 12 ±2 12 

289 12 ±2 12 

295 12 ±2 12 

300 12 ±2 12 

310 11 ±2 20 

320 12 ±2 20 

330 12 ±2 20 

340 12 ±2 35 

350 11 ±2 30 

360 11 ±2 30 

370 12 ±2 30 

380 12 ±2 30 

390 12 ±2 30 

400 10 ±2 30 

400 25 ±3.5 35 

400 70 ±30 60 

410 10 ±2 45 

420 10 ±2 45 

 

 
Bandpass Filters 

Available Wavelengths 

Wavelength  

[nm] 

Bandwidth  

[nm] 

Minimum Peak 

Transmission [%] 

430 10 ±2 45 

440 10 ±10 45 

450 10 ±2 45 

450 25 ±3.5 45 

450 70 ±30 60 

460 10 ±2 50 

470 10 ±2 50 

480 10 ±2 50 

490 10 ±2 50 

500 10 ±2 50 

500 25 ±3.5 50 

500 70 ±30 60 

510 10 ±2 50 

520 10 ±2 50 

530 10 ±2 50 

540 10 ± 50 

550 10 ±2 50 

550 25 ±3.5 50 

550 70 ±30 60 

560 10 ±2 50 

570 10 ±2 50 

580 10 ±2 50 

590 10 ±2 50 

600 10 ±2 50 

600 25 ±3.5 50 

600 70 ±30 60 

610 10 ±2 50 
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Available Wavelengths 

Wavelength  

[nm] 

Bandwidth  

[nm] 

Minimum Peak 

Transmission [%] 

620 10 ±2 50 

630 10 ±2 50 

640 10 ±2 50 

650 10 ±2 50 

650 25 ±3.5 50 

650 70 ±30 60 

660 11 ±2 50 

670 11 ±2 50 

680 11 ±2 50 

690 11 ±2 50 

700 12 ±2 50 

700 25 ±3.5 50 

700 70 ±30 60 

750 13 ±2 50 

750 25 ±3.5 50 

750 70 ±30 60 

800 12 ±2 45 

850 13 ±2 45 

900 10 ± 45 

254 11 ±3 12 

313 11 ±3 12 

334 12 ±2 35 

365 12 ±2 30 

405 10 ±2 40 

436 10 ±2 45 

546 10 ±2 50 

577 10 ±2 50 

 


